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1.- CONSTRUCT THE LENGTH OF EACH REACH SO THAT THE
CHANGE IN BASE ELEVATION ALONG THE REACH DOES

SECTION A-A NOT EXCEED 1/3 THE HEIGHT OF THE LINEAR BARRIER.
IN NO CASE SHALL THE REACH LENGTH EXCEED 150M.

2.- THE LAST 8 FT. OF FENCE SHALL BE TURNED UP SLOPE.

3.- OVERLAP STAKES, AND FOLD FENCE FABRIC TO AROUND
EACH STAKE ONE FULL TURN.

A
T : 5’“ 4.- FOR END STAKE CONDITION FOLD FENCE FABRIC AROUND
PLAN (2) STAKES (1) FULL TURN AND SECURE WITH (4) STAPLES.
NOTES: S

SILT FENCE SHALL BE CONSTRUCTED LONG ENOUGH TO EXTEND ACROSS THE EXPECTED
FLOW PATH.

FILTER FABRIC SHALL BE PROPYLENE, NYLON, POLYESTER OR ETHYLENE YARN WITH
A MINIMUM TENSILE STRENGTH OF 50 LBS. PER LINEAR FOOT AT 20 PERCENT
MAXIMUM ELONGATION AND CONTAINING ULTRAVIOLET INHIBITORS. FILTER FABRIC
SHALL RETAIN A MINIMUM OF 85% OF THE SOIL, BY WEIGHT, BASED ON SIEVE
ANALYSIS, BUT IS NOT FINER THAN AN EQUIVALENT OPENING SIZE OF 70. WHEN
STANDARD STRENGTH FABRIC IS USED, A WIRE MESH SUPPORT SHALL BE SECURELY
FASTENED TO THE UPSLOPE SIDE OF POSTS.

SUPPORT POSTS SHALL BE A MINIMUM 24" LONG 2" X 2"

(50? WOOD POSTS OR 'T' SECTION FENCE POSTS DRIVEN A MINIMUM OF
12 INCHES INTO THE GROUND. POSTS SHALL BE SPACED A MAXIMUM OF
6 FEET APART. FABRIC SHALL BE SECURELY FASTENED TO POSTS
WITH 1 INCH STAPLES OR 16 GAUGE WIRE TIES SPACED A MAXIMUM OF
6 INCHES APART.

A 6 INCH FABRIC TRENCH SHALL BE EXCAVATED ALONG THE UPHILL
SIDE OF SILT FENCE POSTS. THE BOTTOM EDGE OF THE FABRIC SHALL EXTEND
TO AND ACROSS THE BOTTOM OF THE TRENCH. THE TRENCH SHALL BE BACKFILLED

TO 4 INCHES ABOVE GROUND AND COMPACTED TO BURY AND SECURE THE
BOTTOM OF THE FILTER FABRIC. REV. | DATE DESCRIPTION

CONTRACTER SHALL MAKE INSPECTIONS WEEKLY DURING THE WET SEASON, MONTHLY

DURING THE DRY SEASON AND IMMEDIATELY AFTER EACH RAINFALL TO DETERMINE
IF REPAIRS AND SEDIMENT REMOVAL IS REQUIRED. SEDIMENT SHALL BE REMOVED

BEFORE IT HAS REACHED ONE THIRD THE HEIGHT OF THE FILTER FABRIC.
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